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§166.20

superior officers and schooled in the
rules of conduct to be observed in order
that proper discipline may be main-
tained on shipboard. They shall also be
instructed in the fundamentals of ship
sanitation as prescribed by law and
regulations, and shall be given inten-
sive instruction and practical training
in all the operations incident to fire
and lifeboat drills, both in port and at
sea.

§166.20 Applicants for certificates;
when eligible for examination.

Applicants for certificates as able
seamen will be eligible for examination
after they have completed a course of
study as outlined in §§166.05, 166.15, and
applicants for certificates as qualified
members of the engine department
after they have completed a course of
study as outlined in §§166.10, 166.15.

PART 167—PUBLIC NAUTICAL
SCHOOL SHIPS

Subpart 167.01—General Provisions
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167.43-20 Shipboard inspections.

167.43-25 Additional requirements for hybrid
work vests.

Subpart 167.45—Special Firefighting and
Fire Prevention Requirements
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fire extinguishing systems.
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167.45-15 Capacity of pipes and hose.

167.45-20 Examination and testing of pumps
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167.45-25 Fire mains and hose connections.

167.45-30 Use of approved fire-fighting
equipment.

167.45-40 Fire-fighting equipment on nau-
tical school ships using oil as fuel.

167.45-45 Carbon dioxide fire-extinguishing
system requirements.

167.45-50 Foam smothering system require-
ments.

167.45-60 Emergency breathing apparatus
and flame safety lamps.

167.45-65 Portable fire extinguishers in ac-
commodation spaces.

167.45-70 Portable fire extinguishers, gen-
eral requirements.

167.45-75 Fire extinguishers for emergency
powerplants.

167.45-80 Fire axes.

Subpart 167.50—Accommodations

167.50-1 Hospital accommodations.

Subpart 167.55—Special Markings

Required
167.55-1 Draft marks and draft indicating
systems.
167.55-5 Marking of fire and emergency
equipment.

Subpart 167.60—Certificates of Inspection

167.60-1 Issuance by Officer in Charge, Ma-
rine Inspection.

167.60-5 Period of time for which valid.

167.60-10 Exhibition of certificate of inspec-
tion.

167.60-15 Manning and persons allowed to be
carried.

Subpart 167.65—Special Operating
Requirements

167.65-1 Emergency training, musters, and
drills.

167.65-5 Flashing the rays of a searchlight
or other blinding light.

167.65-15 Routing instructions; strict com-
pliance with.

§167.01-5

167.65-20
167.65-25
167.65-35
167.65-38
167.65-40 Draft.
167.65-42 Verification of vessel compliance
with applicable stability requirements.
167.65-45 Notice to mariners; aids to naviga-
tion.

167.65-50
nals.

167.65-60 Examination of boilers and ma-
chinery by engineer.

167.65-65 Notice and reporting of casualty
and voyage records.

167.65-70 Reports of accidents, repairs, and
unsafe boilers and machinery by engi-
neers.

AUTHORITY: 46 U.S.C. 3306, 6101, 8105; E.O.
12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 277;
49 CFR 1.46.

SOURCE: CGFR 51-11, 16 FR 3218, Apr. 12,
1951, unless otherwise noted.

Unnecessary whistling.
Steering gear tests.
Use of auto pilot.
Loading doors.

Posting placards of lifesaving sig-

Subpart 167.01—General
Provisions

§167.01-1 Basis and purpose of part.

The rules and regulations in this part
are prescribed and apply to public nau-
tical school ships, except vessels of the
Navy or Coast Guard. It is the intent of
the regulations in this part to provide
minimum standards for vessels used as
nautical school ships in accordance
with the various inspection statutes
and to obtain their correct and uniform
application. This part is not applicable
to civilian nautical school ships.

[CGD 95-028, 62 FR 51216, Sept. 30, 1997]

§167.01-5 Application of regulations.

(a) Regulations in this part contain
requirements for the design, construc-
tion, inspection, lifesaving equipment,
firefighting and fire prevention re-
quirements, special operating require-
ments and number of persons allowed
to be carried on nautical school ships.

(b) Vessels owned or chartered by the
United States Maritime Administra-
tion that may be used by or in connec-
tion with any nautical school are not
normally considered as merchant ves-
sels of the United States and, there-
fore, are not documented.

(c) Documented nautical school ships
of 500 gross tons or more, on inter-
national voyages, shall comply with



§167.01-7

the standards of the International Con-
vention for Safety of Life at Sea, 1974,
for cargo vessels.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 69-127, 35 FR 9982, June 17,
1970; CGD 90-008, 55 FR 30663, July 26, 1990]

8§167.01-7 Ocean or unlimited coast-
wise vessels on inland and Great
Lakes routes.

(a) Vessels inspected and certificated
for ocean or unlimited coastwise routes
shall be considered suitable for naviga-
tion insofar as the provisions of this
subchapter are concerned on any in-
land route, including the Great Lakes.

[CGFR 59-10, 24 FR 3240, Apr. 25, 1959]

§167.01-8 Inspection of school
using gross tonnage criterion.

ships

(a) One of the criteria used for invo-
cation of safety standards is the de-
scriptions of school ships by relative
sizes in gross tonnages. When it is de-
termined in accordance with §70.05-20
of this chapter that a particular school
ship has a Bureau of Customs’ assigned
gross register tonnage which is not in-
dicative of the relative physical size of
the vessel, the requirements in this
part and the manning shall be that ap-
plicable to a vessel of the greater rel-
ative size.

[CGFR 60-50, 25 FR 7982, Aug. 18, 1960]

§167.01-10 Effective date of regula-
tions.

(a) The regulations in this part shall
be in effect on and after July 1, 1951:
Provided, That amendments, revisions,
or additions shall become effective 90
days after the date of publication in
the FEDERAL REGISTER unless the Com-
mandant shall fix a different time.

(b) Amendments to regulations in
this part will not be retroactive in ef-
fect unless specifically made so at the
time the amendments are issued.

§167.01-15 Specifications for articles
or materials.

Articles of equipment or materials
used in the equipment or the construc-
tion of vessels, which conform to the
specifications of the Navy or Coast
Guard or their approved equivalent,
may be accepted.
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§167.01-20 OMB control numbers as-
signed pursuant to the Paperwork
Reduction Act.

(a) Purpose. This section collects and
displays the control numbers assigned
to information collection and record-
keeping requirements in this sub-
chapter by the Office of Management
and Budget (OMB) pursuant to the Pa-
perwork Reduction Act of 1980 (44
U.S.C. 3501 et seq.). The Coast Guard in-
tends that this section comply with the
requirements of 44 U.S.C. 3507(f), which
requires that agencies display a cur-
rent control number assigned by the
Director of the OMB for each approved
agency information collection require-
ment.

(b) Display.
46 CFR part or section where identified or Current
described OMB con-
trol No
§167.15-35 2115-0554
§167.65-38 . 2115-0589
§167.65-43 2115-0589

[CGD 88-072, 53 FR 34298, Sept. 6, 1988, as
amended by CGD 89-037, 57 FR 41824, Sept. 11,
1992]

Subpart 167.05—Definitions

§167.05-1 Definition of terms.

Certain terms used in the regulations
of this part are defined in this subpart.

§167.05-5 Approved.

This term means approved by the
Commandant unless otherwise stated.

§167.05-10 Commandant.

This term means Commandant of the
Coast Guard.

8§167.05-15 Coast Guard District Com-
mander.

This term means an officer of the
Coast Guard designated as such by the
Commandant to command all Coast
Guard activities within the officer’s
district, which include the inspections,
enforcement, and administration of
Subtitle Il of Title 46, U.S. Code, Title
46 and Title 33 U.S. Code, and regula-
tions issued under these statutes.

[CGD 95-028, 62 FR 51216, Sept. 30, 1997]
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§167.05-20 Marine inspector or inspec-
tor.

These terms mean any person from
the civilian or military branch of the
Coast Guard assigned under the super-
intendence and direction of an Officer
in Charge, Marine Inspection, or any
other person as may be designated for
the performance of duties with respect
to the inspections, enforcement, and
administration of Subtitle Il of Title
46, U.S. Code, Title 46 and Title 33 U.S.
Code, and regulations issued under
these statutes.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

§167.05-25 Nautical school ship.

The term nautical school ship means a
vessel operated by or in connection
with a nautical school or an edu-
cational institution under Section 13 of
the Coast Guard Authorization Act of
1986.

[CGD 84-069, 61 FR 25311, May 20, 1996]

§167.05-30 Officer in Charge, Marine
Inspection.

This term means any person from the
civilian or military branch of the Coast
Guard designated as such by the Com-
mandant and who, under the super-
intendence and direction of the Coast
Guard District Commander, is in
charge of an inspection zone for the
performance of duties with respect to
the inspections, enforcement, and ad-
ministration of Subtitle Il of Title 46,
U.S. Code, Title 46 and Title 33 U.S.
Code, and regulations issued under
these statutes.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

§167.05-35 Public nautical school.

The term public nautical school means
any school or branch thereof operated
by any State or political subdivision
thereof or a school operated by the
United States Maritime Administra-
tion that offers instruction for the pri-
mary purpose of training for service in
the merchant marine.

[CGD 84-069, 61 FR 25311, May 20, 1996]

§167.15-10

Subpart 167.10—Enforcement and
Right of Appeal

§167.10-1 Enforcement.

The Officer in Charge, Marine Inspec-
tion, is responsible for the performance
of duties within the officer’s jurisdic-
tion with respect to inspection of nau-
tical school ships.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

§167.10-50 Right of appeal.

Any person directly affected by a de-
cision or action taken under this part,
by or on behalf of the Coast Guard,
may appeal therefrom in accordance
with subpart 1.03 of this chapter.

[CGD 88-033, 54 FR 50381, Dec. 6, 1989]

Subpart 167.15—Inspections

§167.15-1 Inspections required.

(a) Before a vessel may be used as a
nautical school ship, it shall be in-
spected by the Coast Guard to deter-
mine that the hull, boilers, machinery,
equipment and appliances comply with
the regulations in this part.

(b) Every nautical school ship subject
to the regulations in this part shall be
inspected annually, or oftener if nec-
essary, by the Coast Guard to deter-
mine that the hull, boilers, machinery,
equipment and appliances comply with
the regulations in this part.

(c) Nautical school ships while laid
up and dismantled and out of commis-
sion are exempt from any or all inspec-
tions required by law or regulations in
this part.

§167.15-5 Authority of marine inspec-
tors.

Marine inspectors may at any time
lawfully inspect any nautical school
ship.

8§167.15-10 Application for annual in-
spection.

Application in writing for the annual
inspection of every nautical school ship
required to be inspected by law and the
regulations in this part shall be made
by the master, owner, or agent to the
Officer in Charge, Marine Inspection,



§167.15-15

at any local Marine Inspection Office,
U.S. Coast Guard, where the nautical
school ship may be operating. The ap-
plication shall be on Form CG 3752, Ap-
plication for Inspection of U.S. Vessel,
which requires information on name
and type of vessel, nature of employ-
ment and route in which to be oper-
ated, place where and date when the
vessel may be inspected, and that no
other application has been made to any
Officer in Charge, Marine Inspection,
since the issuance of the last valid cer-
tificate of inspection.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 64-19, 29 FR 7361, June 5,
1964]

§167.15-15 Application for inspection
of a new nautical school ship or a
conversion of a vessel to a nautical
school ship.

Prior to the commencement of the
construction of a new nautical school
ship, or a conversion of a vessel to a
nautical school ship, application for
the approval of contract plans and
specifications and for a certificate of
inspection shall be made in writing by
the owner or agent to the Officer in
Charge, Marine Inspection, at the near-
est local Marine Inspection Office, U.S.
Coast Guard.

§167.15-20 Inspections of nautical

school ships.

At each annual inspection, or oftener
if deemed necessary, the inspector will
inspect the hull, boilers, machinery,
equipment, and appliances generally
for compliance with the regulations in
this subpart and in addition will in-
spect and test certain specific items as
specifically set forth in this part.

§167.15-25 Inspection standards for
hulls, boilers and machinery.

Except as otherwise provided by law
or regulations in this subpart, the fol-
lowing standards shall be accepted as
standard by the inspectors:

(@) American Bureau of Shipping
““Rules for Building and Classing Steel
Vessels” regarding the construction of
hulls, boilers and machinery in effect
on the date of inspection. These rules
may be purchased from the American
Bureau of Shipping, New York, N.Y.
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(b) U. S. Navy Standard Construction
Specification in effect on the date of
inspection.

(c) U. S. Coast Guard Standard Con-
struction Specification in effect on the
date of inspection.

§167.15-27 Definitions relating to hull
examinations.

As used in this part—

(a) Drydock examination means haul-
ing out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings, sea chests, sea valves, sea
strainers, and valves for the emergency
bilge suction.

(b) Internal structural examination
means an examination of the vessel
while afloat or in drydock and consists
of a complete examination of the ves-
sel’s main strength members, including
the major internal framing, the hull
plating, voids, and ballast tanks, but
not including cargo or fuel oil tanks.

[CGD 84-024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]

§167.15-28 Inspection of lifesaving ap-
pliances and arrangements.

The inspection of lifesaving appli-
ances and arrangements must be in ac-
cordance with the requirements for
special purpose vessels in subchapter W
(Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25311, May 20, 1996]

8§167.15-30 Drydock examination and
internal structural examination in-
tervals.

(a) Except as provided for in para-
graphs (b) through (e) of this section,
each vessel must undergo drydock and
internal structural examinations as
follows:

(1) Vessels that operate in salt water
must undergo two drydock and two in-
ternal stuctural examinations within
any five year period. No more than
three years may elapse between any
two examinations.

(2) Vessels that operate in fresh
water at least six months in every 12
month period since the last drydock
examination must undergo drydock
and internal structural examinations
at intervals not to exceed five years.
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(b) Vessels with wooden hulls must
undergo two drydock and two internal
structural examinations within any
five year period regardless of the type
of water in which they operate. No
more than three years may elapse be-
tween any two examinations.

(c) If, during an internal structural
examination damage or deterioration
to the hull plating or structural mem-
bers is discovered, the Officer in
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further
assess the extent of the damage and to
effect permanent repairs.

(d) Each vessel which has not met
with the applicable examination sched-
ules in paragraphs (a) through (c) of
this section because it is on a voyage,
must undergo the required examina-
tions upon completion of the voyage.

(e) The Commandant (G-MOC) may
authorize extensions to the examina-
tion intervals specified in paragraphs
(a) and (b) of this section.

[CGD 84-024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988, CGD
95-072, 60 FR 50467, Sept. 29, 1995; CGD 96-041,
61 FR 50734, Sept. 27, 1996]

§167.15-35 Notice and plans required.

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-

ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination or in-
ternal structural examination or when-
ever repairs are made to the vessel’s
hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination or internal structural exam-
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ination or whenever repairs are made
to the barge’s hull.

[CGD 84-024, 52 FR 39655, Oct. 23, 1987]

§167.15-40 Integral fuel oil tank ex-
aminations—T/ALL.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (“‘integral
fuel oil tank™) is subject to inspection
as provided in this section. The owner
or operator of the vessel shall have the
tanks cleaned out and gas freed as nec-
essary to permit internal examination
of the tank or tanks designated by the
marine inspector. The owner or opera-
tor shall arrange for an examination of
the fuel tanks of each vessel during an
internal structural examination at in-
tervals not to exceed five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) Double-bottom fuel oil tanks on
vessels 10 years of age or older but less
than 15 years of age need not be
cleaned out and internally examined if
the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
on the vessel, that the general condi-
tion of the tanks is satisfactory.

[CGD 84-024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]
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8§167.15-50 Tailshaft examinations.

Tailshaft examinations on nautical
school ships must conform with the ex-
amination requirements in part 61 of
this chapter.

[CGD 84-024, 52 FR 39655, Oct. 23, 1987]

Subpart  167.20—Hull  Require-
ments, Construction and Ar-
rangement of Nautical School
Ships

§167.20-1 Construction.

Except as otherwise provided by law
or regulations in this subpart, the fol-
lowing standards for construction are
acceptable.

(@) American Bureau of Shipping
“Rules for Building and Classing Steel
Vessels’” regarding the construction of
hulls, boilers and machinery in effect
on the date of inspection. These rules
may be purchased from the American
Bureau of Shipping, New York, N.Y.

(b) U. S. Navy Standard Construction
Specification in effect on the date of
inspection.

(c) U. S. Coast Guard Standard Con-
struction Specification in effect on the
date of inspection.

§167.20-7 Subdivision and stability.

Each vessel must meet the applicable
requirements in Subchapter S of this
chapter.

[CGD 79-023, 48 FR 51010, Nov. 4, 1983]

§167.20-10 Means of escape.

(a) On all nautical school ships where
the arrangements will possibly permit,
all inclosures where persons may be
quartered, or where anyone may be em-
ployed, shall be provided with not less
than two avenues of escape, so located
that if one of such avenues is not avail-
able another may be.

§167.20-15 Scupper, sanitary and simi-
lar discharges.

(a) All scupper, sanitary, and other
similar discharges which lead through
the ship’s hull shall be fitted with effi-
cient means for preventing the ingress
of water in the event of a fracture of
such pipes. The requirements do not
apply to the discharges in the machin-
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ery space connected with the main and
auxiliary engines, pumps, etc.

§167.20-17 Bilge pumps, bilge piping
and sounding arrangements.

The number, capacity, and arrange-
ment of bilge pumps and bilge piping
shall be in accordance with the require-
ments for cargo vessels contained in
parts 50 to 61 of Subchapter F (Marine
Engineering) of this chapter. Sounding
pipes shall be fitted in each compart-
ment, except those accessible at all
times. The main and secondary drain
systems installed in accordance with
U.S. Navy or U.S. Coast Guard Con-
struction Specifications shall be ac-
cepted as meeting the intent of this
section.

[CGFR 52-43, 17 FR 9542, Oct. 18, 1952]

§167.20-35 Liquid ballast.

When water ballasting of fuel tanks
is necessary, such oily ballast shall not
be subsequently discharged overboard
within any of the prohibited zones as
defined by the Oil Pollution Act, 1961
(33 U.S.C. 1011), except through oily
water separators which meet the re-
quirements in 33 CFR 155.330 through
155.380, or directly into sludge barges
or shore facilities, or other approved
means.

[CGFR 62-17, 27 FR 9046, Sept. 11, 1962, as
amended by CGD 95-072, 60 FR 50468, Sept. 29,
1995]

Subpart 167.25—Marine
Engineering
8§167.25-1 Boilers, pressure vessels,
piping and appurtenances.

(a) Except as otherwise provided by
law or regulations in this subpart, all
vessels constructed or reconverted to
use as nautical school ships on or after
July 1, 1951, shall conform with one of
the following standards for boilers,
pressure vessels, piping and appur-
tenances:

(1) Marine engineering regulations in
parts 50 to 63, inclusive, of Subchapter
F (Marine Engineering) of this chapter.

(2) Navy Standard Construction Spec-
ifications in effect at time of construc-
tion or conversion.
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(3) U.S. Coast Guard Standard Con-
struction Specifications in effect at
time of construction or conversion.

(b) The boilers, pressure vessels, and
appurtenances shall be inspected ini-
tially under the provisions of part 52 of
Subchapter F (Marine Engineering) of
this chapter. All alterations, replace-
ments or repairs on nautical school
ships shall conform to the applicable
standards in paragraph (a) of this sec-
tion insofar as practicable.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 68-82, 33 FR 18908, Dec. 18,
1968]

§167.25-5 Inspection of boilers, pres-
sure vessels, piping and appur-
tenances.

The inspection of boilers, pressure
vessels, piping and appurtenances shall
be in accordance with the applicable
regulations in parts 50 to 63, inclusive,
of Subchapter F (Marine Engineering)
of this chapter, insofar as they relate
to tests and inspection of cargo vessels.

[CGFR 68-82, 33 FR 18908, Dec. 18, 1968]

Subpart 167.30—Repairs or
Alterations

§167.30-1 Notice of repairs or alter-
ations required.

(a) It shall be the duty of the master,
owner, or agent to notify the nearest
Officer in Charge, Marine Inspection,
whenever repairs or alterations are re-
quired, or will be made on a nautical
school ship.

(b) Whenever a nautical school ship is
placed upon the dock, it shall be the
duty of the master, owner or agent to
report the same to the Officer in
Charge, Marine Inspection, so that a
thorough inspection may be made by
the Coast Guard to determine what is
necessary to make such a nautical
school ship seaworthy, if the condition
or age of the nautical school ship, in
the judgment of the Officer in Charge,
Marine Inspection, renders such exam-
ination necessary.

§167.30-5 Proceeding to another port
for repairs.

(a) The Officer in Charge, Marine In-

spection, may issue a permit to proceed

to another port for repairs, if in his
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judgment it can be done with safety. In
the issuance of such a permit the Offi-
cer in Charge, Marine Inspection, will
state upon its face, the conditions upon
which it is granted.

(b) When a nautical school ship ob-
tains a permit from the Officer in
Charge, Marine Inspection, to go to an-
other port for repairs, the Officer in
Charge, Marine Inspection, shall so no-
tify the Coast Guard District Com-
mander, and state the repairs to be
made. The Coast Guard District Com-
mander shall notify the Coast Guard
District Commander of the district
where such repairs are to be made, fur-
nishing him a copy of the report indi-
cating the repairs ordered.

§167.30-10 Special operating require-
ments.

Inspection and testing required when
making alterations, repairs, or other
such operations involving riveting,
welding, burning, or like fire-producing
actions are as follows:

(a) The provisions of ‘“‘Standard for
the Control of Gas Hazards on Vessels
to be Repaired’”’, NFPA No. 306, pub-
lished by National Fire Protection As-
sociation, 1 Batterymarch Park, Quin-
cy, MA 02269 shall be used as a guide in
conducting the inspections and
issuance of certificates required by this
section.

(b) Until an inspection has been made
to determine that such operation can
be undertaken with safety, no alter-
ations, repairs, or other such oper-
ations involving riveting, welding,
burning, or like fire-producing actions
shall be made:

(1) Within or on the boundaries of
cargo tanks which have been used to
carry combustible liquids or chemicals
in bulk; or,

(2) Within spaces adjacent to cargo
tanks which have been used to carry
Grade D combustible liquid cargo, ex-
cept where the distance between such
cargo tanks and the work to be per-
formed is not less than twenty-five (25)
feet; or,

(3) Within or on the boundaries of
fuel tanks; or,

(4) To pipe lines, heating coils,
pumps, fittings, or other appurtenances
connected to such cargo or fuel tanks.
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() Such inspections shall be made
and evidenced as follows:

(1) In ports or places in the United
States or its territories and posses-
sions, the inspection shall be made by
a marine chemist certificated by the
National Fire Protection Association;
however, if the services of such cer-
tified marine chemist are not reason-
ably available, the Officer in Charge,
Marine Inspection, upon the rec-
ommendation of the vessel owner and
his contractor or their representative,
shall select a person who, in the case of
an individual vessel, shall be author-
ized to make such inspection. If the in-
spection indicates that such operations
can be undertaken with safety, a cer-
tificate setting forth the fact in writ-
ing and qualified as may be required,
shall be issued by the certified marine
chemist or the authorized person be-
fore the work is started. Such quali-
fications shall include any require-
ments, as may be deemed necessary to
maintain, insofar as can reasonably be
done, the safe conditions in the spaces
certified throughout the operation and
shall include such additional tests and
certifications as considered required.
Such qualifications and requirements
shall include precautions necessary to
eliminate or minimize hazards that
may be present from protective coat-
ings or residues from cargoes.

(2) When not in such a port or place,
and a marine chemist or such person
authorized by the Officer in Charge,
Marine Inspection, is not reasonably
available, the inspection shall be made
by the senior officer present and a
proper entry shall be made in the ves-
sel’s logbook.

(d) 1t shall be the responsibility of
the senior officer present to secure cop-
ies of certificates issued by the cer-
tified marine chemist or such person
authorized by the Officer in Charge,
Marine Inspection. It shall be the re-
sponsibility of the senior officer
present, insofar as the persons under
his control are concerned, to maintain
a safe condition on the vessel by full
observance of all qualifications and re-
quirements listed by the marine chem-
ist in the certificate.

[CGFR 64-19, 29 FR 7361, June 5, 1964, as

amended by CGD 95-072, 60 FR 50468, Sept. 29,
1995]
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Subpart 167.35—Lifesaving
Equipment

8§167.35-1 General.

Lifesaving appliances and arrange-
ments on nautical school ships must be
in accordance with the requirements
for special purpose vessels in sub-
chapter W (Lifesaving Appliances and
Arrangements) of this chapter.

[CGD 84-069, 61 FR 25311, May 20, 1996]

Subpart 167.40—Certain
Equipment Requirements

§167.40-1 Electrical installations.

(a) Except as otherwise provided by
law or regulation in this part, the elec-
trical equipment may be considered ac-
ceptable if it complies with the re-
quirements covered by any one of the
following:

(1) U.S. Navy Standard Construction
Specifications currently in effect.

(2) U. S. Coast Guard electrical engi-
neering requirements in Subchapter J
(Electrical Engineering) of this chap-
ter.

(3) American Institute of Electrical
Engineers Standard No. 45, 1945 or 1948
Revision. These standards may be pur-
chased from the American Institute of
Electrical Engineers, New York, N. Y.

(b) Changes or alterations in the elec-
trical installations of vessels now in
service shall be in accordance with
standards set forth in paragraph (a) of
this section.

(c) Special attention shall be given
by the inspectors in the examination of
present installation to see that it is of
such nature as to preclude any danger
of fire, giving particular attention to
wiring which is carried through wooden
bulkheads, partitions, etc.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 52-43, 17 FR 9543, Oct. 18,
1952]

8§167.40-5 Alarm bells.

All nautical school ships over 100
gross tons shall have all sleeping ac-
commodations, public spaces, and ma-
chinery spaces equipped with a suffi-
cient number of alarm bells so located
as to warn all occupants. The system
shall operate from a continuous source
of electric energy capable of supplying
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the system for a period of at least 8
hours without being dependent upon
the main, auxiliary or emergency gen-
erating plants. Each bell shall produce
a signal of a tone distinct from that of
other bell signals in the vicinity and
shall be independently fused, with each
of these fuses located above the bulk-
head deck. The bells shall be controlled
by a manually-operated contact maker
located in the pilothouse. The charac-
teristics of the contact maker shall be
such that it possesses:

(a) Positive contact;

(b) Watertightness (when located in
open spaces subject to weather);

(c) Means whereby its electrically
open or closed position can be deter-
mined by sense of touch;

(d) Means to affect a make-or-break
circuit for signaling; and

(e) Self-maintaining contacts.

§167.40-7 Voice tubes, telephone, and
telegraph systems.

(a) Each nautical school ship shall be
fitted with an efficient means of com-
munication between the pilothouse and
engine room. This may be by bell sig-
nals with voice tubes, telephone, or
telegraph systems.

(b) A voice tube or telephone system
between the radio room and the navi-
gating bridge shall be provided when
the nautical school ship is equipped
with a radio installation.

(c) A voice tube or telephone system
between the pilothouse and emergency
steering station shall be provided when
the nautical school ship is equipped
with an emergency steering station.

§167.40-20 Deep-sea sounding appara-
tus.

Nautical school ships shall be
equipped with an efficient or electronic
deep-sea sounding apparatus. The elec-
tronic deep-sea sounding apparatus re-
quired shall be installed, kept in work-
ing order, and ready for immediate use.

[CGFR 58-10, 23 FR 4686, June 26, 1958, as
amended by CGD 75-074, 42 FR 5964, Jan. 31,
1977; CGD 95-027, 61 FR 26010, May 23, 1996]

§167.40-25 Signaling lamp.

Nautical school ships of over 150
gross tons shall be equipped with an ef-
ficient signaling lamp. This lamp shall
be permanently fixed above the bridge
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and equipped with a Fresnel lens and
high-speed bulb, operated by a weather-
proof key, fitted with a suitable con-
denser. The lamp shall be so connected
that it can be operated from the nor-
mal source of the nautical school ship’s
current, the emergency source, and
other emergency batteries if provided.

§167.40-30 Guards and rails.

On nautical school ships all exposed
and dangerous places, such as gears
and machinery shall be properly pro-
tected with covers, guards, or rails, in
order that the danger of accidents may
be minimized. On nautical school ships
equipped with radio (wireless) the lead-
ins shall be efficiently incased or insu-
lated to insure the protection of per-
sons from accidental shock. Such lead-
ins shall be located so as not to inter-
fere with the launching